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OPERATION

INITIAL OPERATION
The Dawn fx kit has been designed to be able to bleed the 
hydraulic circuit by purging air out of the system from the up 
and down exhaust valves located in the regulator.  A certain 
amount of air will simply need to work itself out over time.  
You will be able to sufficiently bleed the system using the 
following procedure.

Make sure that the pressure setting in the system is set 
to its minimum by moving the pressure control knob on 
the control box counter clockwise until it stops, or in the 
(0) setting.  You want to be running a minimum amount of 
pressure during the bleeding process.

OPERATION OF THE Dawn fx UNIT
Dawn fx tools are in general very simple to operate.  By 
turning the control knob you can apply as much pressure 
as is necessary to achieve the desired level of row cleaning.  
There are, however, a few tips we would like to pass on.

Frame Level
Because the Gfx-P unit is frame mounted, it is important to 
remember that it is designed to work best when the tool bar 
is level.  This is the case with all Dawn planter attachments and 
implements.  Extreme nose-up and nose-down angles of at-
tack will lead to poor performance not only from your Dawn 
tool, but from the whole planter.

FRAME HEIGHT
Dawn tools are designed to work best when the tool bar 
is kept within 2 inches of the industry standard height of 
20” from the bottom of the tool bar to the ground.  This 
is the case with all Dawn planter attachments and implements.   
Generally the Gfx unit is used on larger planters with multiple 
sections and a central fill seed distribution system on the 
center of the frame.  On planters of this type the center of 
the frame almost always runs deeper than the ends of the 
wings.  If you do NOT have markers on the planter you may 
want to consider adding a weight kit to the ends of the frame 
if necessary to level out the length of the tool bar, especially 
on narrow row spaced planters.

NOTE Do NOT check the frame height on concrete or similar 
surface.  Measuring tool bar height must be done in the field. 

tip: Consult your planter manual on how to make adjustments.  It 
is also possible to alleviate this problem by running the row units 
under the center section in a higher hole setting than the wings so 
that under the full weight of the central seed fill hopper the frame 
height will be more uniform.

   WARNING!: Before you activate your pneumatic circuit, 
make sure that all connections are tight.  Even if you think                 	
you’ve checked all the fittings, go back and do it again!
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MAINTENANCE & TROUBLESHOOTING

CARE, MAINTENANCE & STORAGE

    WARNING!:  Always store the disconnected Gfx-P unit 
with pressure removed from the circuit.  Please refer to your 
tractor manual on the best way to do this.  Failure to 
release stored air pressure could result in injury or death.

    NOTE  No lubrication is required on the Gfx -P arm and cyl-
inder assembly.  The pivot bushings on the cylinder and arm 
are greaseless and have Never-Seize applied to them at assembly 
to prevent corrosion.  Under extreme use in conditions where very 

    LUBRICATION
The Trashwheel hubs are the main lubrication point on the 
Gfx-P unit.  Every 120 acres per row, the pipe plugs should 
be removed and the supplied grease zerk installed for greasing.  
Grease should be injected into the hub until you see clean 
grease exiting the seal area at the back of the hub.  Wipe off 
excess grease with a rag.

   At the end of each season the Gfx row units should be 
hosed down to remove excess grit.  It is OK to use a 
pressure washer to do this, however strong solvents and 
soaps should NOT be used.  For best results the planter 
should be connected to the tractor and the Gfx system hy-
draulic pressure should be set at around 50%.  this will al-
low the cylinder rod to be extended slightly so any dirt and 
debris around the cylinder rod seal can be flushed out.  Use 
the pressure washer without heat and lightly hose off the 
area around the rod seal to flush any debris that might 
have become lodged in that area.  After completion, cycle 
the units up and down a few times and release all hydraulic 
pressure to continue cleaning. 
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Dawn Parts
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Dawn Parts
2015_2_400126/400133/400125/400142/400149

     I
tem

    
Da

wn
 P

ar
t #

    
    

    
Ite

m 
De

sc
rip

tio
n

    
 1 

    
    

    
 90

38
8  

    
    

    
  1

/4’
’ O

D 
Te

e fi
ttin

g
    

 2	
    

 60
64

0  
    

    
    

  1
/4”

 O
D 

El
bo

w 
fitt

ing
    

 3	
    

    
    

    
    

    
    

   1
1”

 1/
4”

 O
D 

ho
se

Da
w

n 
Pa

rts
 B

re
ak

dw
on

Ro
w

-to
-r

ow
 H

os
e 

Ki
ts



20
©2018 Dawn Equipment Company, Inc. 370 N Cross Sycamore, IL 60178 USA www.dawnequipment.com      Toll Free: 800.554.0007     Fax:815.899.3663

21

Dawn Parts
2015_2_400124_ELC
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  Item   Dawn Part #         Item Description
     1            90149              Plastic Thrust Washer
     2    90100r2                      Bushing
     3    102071             Plastic Thrust Washer
     4            90445         3/8-16 Gr5 Crimp Lock Nut

     6     200901              Gfx Arm Weldment
     5     90417         1/2-13 Gr5 Crimp Lock Nut         

     7     102702               Spacer Bushing       
     8            90416          1/2”-13x4” Gr8 ZN HHCS
     9      90242          3/8”-16x5” Gr8 ZN HHCS

1 2 3

4 5 6 7 8 9

300351

1

23

Dawn Parts
2013_4_300358  &

2013_4_300360_R3_UNIV

1 2 3 4 5 6 7

  
  Item   Dawn Part #         Item Description
     1            90306                          Plug
     2       102709                  STUD GFX P
     3             9871           5/8-11x2.5” Gr8 ZN HHCS
     4             9069               5/8” Lock Washer

     6        102064_R2              Rotary Bushing               
     5           200959                   Yoke Weldment                    

     7            90289                   1/4x1 5/8” Pin

300350_R3-UNIV

6 5 4 3 2 1
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  Item   Dawn Part #         Item Description

   15           9785                     Pipe Plug
   16           9806                    Grease Zerk

   14        9007R01             1/2-13 Lock Nut
   13        100949                  Super Cap

   10           9019                    Cotter Pin

   12        9662R01                    O-ring
   11           9024           3/4-13 Castellated Nut

    9            9028                Tongue Washer

    7            9016              Bearing Cone 1”ID
    8          300041        Forged Hub Press Assy.

    6            9018             Phenolic Wear Ring
    5            9017                  Triple Lip Seal 

    3         100066           Threaded Drive Shaft
    4            9339             1/2-13x2.5” Gr5 ZN      

    2            9032                5/8” Flat Washer
    1            9101           5/8”-11x1.5” Gr8 HHCS
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Dawn Parts
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The following warranties with respect to new Dawn Equipment 
Company (“Dawn”) products, excepting as hereafter 
provided, is made by Dawn to Dealers (“Dealers”) authorized 
by Dawn to sell the products involved and each selling 
Dealer, in turn, make such warranties to the original retail 
purchaser (“Purchaser”).

A. Duration and Extent of Warranty

B. Warranty Exclusions; Dawn will not be responsible for 
any of the following;

C. Remedies Exclusive: NO Other Warranties
The obligations of Dawn and the Dealers are limited to the 
obligations set forth in this Limited Warranty.  THIS LIMITED 
WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES OF 
DAWN, AND THE DEALERS, EXPRESSED OR IMPLIED.  
WARRANTIES BY DAWN OR THE DEALER OF CONDITION 
QUALITY, MERCHANT ABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE ARE EXCLUDED, AS ARE ALL 
OTHER REPRESENTATIONS BY DAWN AND THE DEALERS 
TO THE PURCHASE OR USER AND ALL OTHER OBLIGATIONS 
OR LIABILITIES OF DAWN AND THE DEALERS.  NO OTHER 
PERSON IS AUTHORIZED TO GIVE ANY OTHER WARRANTY 
OR TO ASSUME ANY OTHER LIABILITY ON BEHALF OF 
DAWN AND THE DEALERS.  THIS LIMITED WARRANTY 
MAY NOT BE TRANSFERRED BY THE PURCHASER TO 
ANY SUBSEQUENT OWNER.

D. The instruction manual supplied with the Product contains 
important maintenance and service information.  Read the 
manual and follow the recommendations contained herein.  
Please remember that failures due to improper maintenance 
or service are not covered by the Limited Warranty.

Dawn Equipment Company reserves the right to make 
changes in design or specifications at any time without obligation 
to purchasers or equipment and components previously 
sold.  This warranty shall not be altered or changed in any 
way.

APPENDIX A - WARRANTY

1.	 Products, except all working, moving and all or any parts 
subject to wear, except as hereafter provided, which are 
defective in materials or workmanship as delivered to 
the Purchaser by Dealer will be repaired by a Dealer or 
replaced by Dawn, only, as Dawn elects, without charge 
for materials or labor, if such defect appears in not more 
than 12 months, or from and after the date of delivery to 
the Purchase by the Dealer.

2.	 Dawn warrants that the Trashwheels planter attachment 
wheels (Dawn part #s 200015, 101550, 102185M-L, 
102185M-R) and Curvetine closing wheels (Dawn part 
# 102540F) will not bend or break during its useful lifetime. 

3.	 Liability of Dawn for defective parts or material is specifically 
limited to the value of the parts or materials, only.

4.	 All parts or materials requiring work MUST be returned 
by delivery to the selling Dealer for repair or for delivery 
to Dawn within thirty (30) days of occurrence of the 
defect or failure of the part or material, all freight prepaid 
by the Dealer upon Dealer warranty form, available by 
request from Dawn.  Upon completion of the warranty 
work, Dawn will ship parts or material to the Dealer, 
freight prepaid by Dawn.

5.	 All decisions by Dawn pertaining to warranty are final.

4.	 INCIDENTAL OR CONSEQUENTIAL DAMAGES, INCLUD-
ING BUT NOT LIMITED TO, LOSS OF PROFITS, LOSS 
OF TIME, LOSS OF CROPS, INCONVENIENCE, LOSS OF 
USE OF THE PRODUCT OR OTHER MACHINERY, EQUIP-
MENT OR VEHICLE USED WITH THE PRODUCTS, COST 
OF RENTALS OR REPLACEMENT OF THE PRODUCTS 
OR OTHER COMMERCIAL LOSS.

1.	 Defects of damage resulting from use, repairs or service 
performed in a manner not approved by Dawn or from 
repairs or service performed by someone other than 
an authorized Dawn Dealer service department (after 
approval from Dawn) or Dawn to repair or replace the 
product involved.

2.	 Defects, damage or failure resulting from any alteration 
or additions done in a manner not approved by Dawn.

3.	 Defects, damage or failure or deprecation resulting from 
wear and tear, accidents, misuses, negligence, improper 
maintenance or improper protection and storage.
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