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ORIENTATION
All Trashwheels are directional!  For the 12.75” wheel and 
the 14” wheel, you may disassemble the hub to change the 
Trashwheel orientation or for Trashwheel replacement.  Due to 
the integrated hub on the 15” Trashwheel, you will need to 
order dedicated right-hand or left-hand wheels.

OFFSET VS. INTERSECTING
Row cleaners should only be put in the intersecting position 
if there is a specific reason to do so.  Generally, it is not 
necessary to run your Dawn Trashwheels in the intersecting 
position.  Running the Trashwheels in the intersecting 
position in the conventional tillage conditions may result 
in plugging problems.  Please contact your Dawn dealer or 
Dawn Equipment Company for details.  For most applications, 
an offset configuration is preferred.

NOTE The only Dawn Trashwheels that can be set in the intersecting 
position are the 14 inch wheels with straight teeth.  12.75 inch 
and 15 inch wheels must be set in the offset position. 

HANDEDNESS

DEPTH BANDS
Depth bands give flotation and reduce the aggressiveness 
of your Trashwheels.  For most growers there is no need 
for depth bands on fixed Trashwheels.    

TRASHWHEEL STEMS
Each Dawn Trashwheel stem is available in either a 4 
hole version for 12.75” Trashwheels, or 6 hole version 
for either staggering or intersecting 14” Trashwheels.  It 
is not possible to run 12.75” or 15” wheels in the 
intersecting position.  Your stem must match the Trash-
wheels you plan on running.  

1130 - Most common Trashwheel stem for clearing full-
width path of the gauge wheels.  Perfect for 22”-30” rows.  
Available as 1130A for Deere, Kinze and White.  Also available 
as 1130C for Case.  Not recommended for 15” rows.

1136 - Single wheel for narrow rows where two Trashwheels 
will not fit.  Works well on 15” rows.  Available as 1136A for 
Deere, Kinze, and White.  Also available as 1136C for Case.

1138 - Dual Trashwheel setup for aggressive cleaning on 
narrow rows.  Do NOT use in worked ground. 15”-20” 
rows.  This is a specialty tool, please contact a Dawn 
representative to discuss your application. Also consider 
the 2003 narrow-row coulter combination as an alternative.

TRASHWHEELS
There are three different Trashwheel options by size.  Be 
sure to check planter specifications before ordering 
because not all wheels will fit on every planter.  Each Trashwheel 
is identified by its diameter.

12.75” - The most common wheel is the 12.75” Trashwheel.  
The 12.75” wheel is  widely used in mixed tillage applications 
and in fields that are conventionally tilled or minimum 
tilled.  This wheel is also commonly used on the Dawn 
1572 no-till coulter combination.

14” - The 14” is the next size up and with its radially straight 
tines, has the unique ability to be set in the “intersecting” position.  
This allows for aggressive row-cleaning with relatively 
narrow spacing.  This is only recommended for exclusively 
no-tilled ground.  Do NOT run wheels in intersecting 
position in worked ground.

15” - The largest wheel offered by Dawn uses an integrated 
hub that is designed to reduce wrapping in extreme residue 
conditions.  This wheel will not fit on most planters and 
is reserved for special applications and devices designed 
with this wheel size in mind.

Introduction

12.75” 14” 15”

In order to draw residue
outward from the center 
of your planter, you will 
want to setup half of 
your Trashwheels in
the left handed
configuration and half
of your Trashwheels in
the right handed
configuration.
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Direction of travel

Direction of travel
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TRASHWHEEL ASSEMBLY 

NOTE For some shipments, Trashwheel, hub, and depth band 
assembly are taken care of in house by Dawn.  If your Trashwheels 
have been shipped already assembled, feel free to skip this 
step.

Lightly grease O-ring (P/N 9662) with Mobile XP222 or similar 
and place into groove on the underside of the aluminum 
Supercap.  Do not install pipe plug until the end. 

To assemble Trashwheel, insert 1/2”-13x1.75” HHCS 
(P/N 9088) through hub flange, Trashwheel, Supercap, and 
loosely thread on nut (P/N 9007-R1).  Repeat for the other 
two bolts.  

NOTE Trashwheels are directional! They can be assembled as 
either RIGHT handed or LEFT handed wheels.  Assemble and 
install wheels according to rotational arrows on each wheel
indicating the direction of travel.  Trashwheel teeth appear “swept 
back”.

Once Trashwheel assembly is complete, tighten all nuts, 
install grease zerk and fill hub with grease until clean 
grease comes out the far side.  Once hubs are greased, 
install pipe plugs.  

Clamp Trashwheel stem into a bench vice by its square tube 
with the “V” pointing down for easy wrench access. For 
1130 or 1138 series stems, insert 5/8”-11x1.5” HHCS (P/N 9101)
through washer, stem, stripper and into hub.  

For 1136 series stems, attach the offset bracket at this time 
with two 5/8”-11x2” HHCS (P/N 9078)  secured on the inside 
by lock washer and nut.  Insert 5/8”-11x1 3/4” HHCS (P/N 9278) 
through bracket and into Trashwheel hub.

NOTE When installing hub strippers for the forward hole, align 
the stripper and roll pin so that the stripper points up.  For the 
rear position, align the stripper and roll pin so that the stripper 
points away from the motion of travel.

       Forward Hole                      Rear Hole

INSTALLATION

Direction of Travel

Rotation Rotation

9007-R1 90889662

LEFT hand 
wheel

RIGHT hand             
wheel

1

2

3

4

Extension plate
P/N 101181-R03
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INSTALLING THE MOUNT ASSEMBLY
For Deere, Kinze and White units, bolt the Trashwheel 
mount to the row unit by inserting 1/2”-13x1.25” HHCS 
through washer, mount plate, row unit and loosely thread 
into self-locking nut.  Repeat for remaining three bolts.  
Tighten all four bolt heads.

For Case units, bolt the Trashwheel mount to the row unit 
by inserting 1/2”-13x3” HHCS and threading lock-nut on 
far side.  You may need to push gauge wheel up to get bolt 
past the depth regulator arm.

INSTALLING THE TRASHWHEEL ASSEMBLY
Thread the acme screw in the Trashwheel mount assembly 
into the Trashwheel stem by turning the Dawn screw-
adjust cap according to the procedure on the right-hand 
side of this page.  Continue turning until only one and a 
half dots are visible on the front of the stem.   

OPERATION
To operate your Dawn Low Profile screw-adjust caps,

 Lift cap free from magnet
 Turn to adjust depth of Trashwheel
 Square cap with tube and re-engage magnets

NOTE Due to the “T” slot on the screw-adjust cap, you may have 
to turn slightly past your intended stop to engage magnets.

To operate your Dawn “K-style” screw-adjust caps,

 Press down with 3/4” socket to free detent washer from

 Turn to adjust depth of Trashwheel
 Release pressure to re-engage retention pins

A B C

A)
B)
C)

INSTALLATION

904690039007-R1

A)

B)
C)

Secure with
P/N 9038 bolt
9007-R1 nut

A B C

retention pins

• 

• 
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The following warranties with respect to new Dawn Equipment 
Company (“Dawn”) products, excepting as hereafter provided, 
is made by Dawn to Dealers (“Dealers”) authorized by Dawn 
to sell the products involved and each selling Dealer, in turn, 
make such warranties to the original retail purchaser (the “Purchaser”).

A. Duration and Extent of Warranty
    1.

    2.

    3.

    4.

    5.

B. Warranty Exclusions; Dawn will not be responsible for any 
of the following:
    1.

    2.
   	

    3.

    4.

C. Remedies Exclusive: NO Other Warranties
The obligations of Dawn and the Dealers are limited to the 
obligations set forth in this Limited Warranty.  THIS LIMITED 
WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES OF 
DAWN, AND THE DEALERS, EXPRESSED OR IMPLIED.  
WARRANTIES BY DAWN OR THE DEALER OF CONDITION 
QUALITY, MERCHANT ABILITY OR FITNESS FOR A  PARTICULAR
PURPOSE ARE EXCLUDED,  AS ARE ALL OTHER 
REPRESENTATIONS BY DAWN AND THE DEALERS TO THE 
PURCHASE OR USER AND ALL OTHER OBLIGATIONS OR 
LIABILITIES OF DAWN AND THE DEALERS.  NO OTHER 
PERSON IS AUTHORIZED TO GIVE ANY OTHER WARRANTY 
OR TO ASSUME ANY OTHER LIABILITY ON BEHALF OF 
DAWN OR THE DEALERS.  THIS LIMITED WARRANTY MAY 
NOT BE TRANSFERRED BY THE PURCHASER TO ANY 
SUBSEQUENT OWNER.

D. The instruction manual supplied with the Product contains
important maintenance and service information.  Read the manual 
and follow the recommendations contained herein.  Please 
remember that failures due to improper maintenance or service 
are not covered by the Limited Warranty.  

Dawn Equipment Company reserves the right to make changes 
in design or specifications at any time without obligation 
to purchasers or equipment and components previously sold.  
This warranty shall not be altered or changed in any way.

Products, except all working, moving and all or any parts 
subject to wear, except as hereafter provided, which 
are defective in materials or workmanship as delivered 
to the Purchaser by a Dealer will be repaired by a 
Dealer or replaced by Dawn, only, as Dawn elects, 
without charge for materials or labor, if such defect 
appears in not more than 12 months, or from and after 
the date of delivery to the Purchase by the Dealer.

Dawn warrants that the Trashwheels planter attachment 
wheels (Dawn part #s 200015, 101550, 102185M-
L, 102185M-R, 102540F) will not bend or break during its 
useful lifetime.

Liability of Dawn for defective parts or material is 
specifically limited to the value of the parts or materials, only.

All parts or materials requiring warranty work MUST be 
returned by delivery to the selling Dealer for repair 
or for delivery to Dawn within thirty (30) days of occurrence  
of the defect or failure of the part or material, all freight 
prepaid by the Dealer.  Dealer must complete Dawn 
warranty request form before shipping to Dawn.  Upon 
completion of the warranty work, Dawn will ship parts 
or material to the Dealer, freight prepaid by Dawn.  

All decisions by Dawn pertaining to warranty are final.

Defects or damage resulting from use, repairs or service 
performed in a manner not approved by Dawn or from 
repairs or service performed by someone other than 
an authorized Dawn Dealer service department (after 
approval from Dawn) or Dawn to repair or replace the 
product involved.

Defects, damage or failure resulting from any alteration 
or additions done in a manner not approved by Dawn.

Defects, damage or failure or depreciation resulting from 
wear and tear, accident, misuses, negligence, improper 
maintenance or improper protection and storage.

INCIDENTAL OR CONSEQUENTIAL DAMAGES, 
INCLUDING BUT NOT LIMITED TO, LOSS OF PROFITS, 
LOSS OF TIME, LOSS OF CROPS, INCONVENIENCE, 
LOSS OF USE OF THE PRODUCT OR OTHER 
MACHINERY, EQUIPMENT OR VEHICLE USED WITH 
THE PRODUCTS, COST OF RENTALS OR REPLACEMENT 
OF THE PRODUCTS OR OTHER COMMERCIAL LOSS.

Appendix A -  Warranty
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Rotation Rotation

9007-R1 90889662R01

1.

2.

4.

5.

3.

Appendix B - Quick Reference Guide

1130/1138 1136

904690039007-R1

L R

Secure with
P/N 9038 bolt
9007-R1 nut

6.


